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through 193.15–40 insofar as is reason-
able and practicable, with the excep-
tion of § 193.15–5(d) (1), (2), and (4), cov-
ering machinery spaces, etc., which
systems may be installed in accordance
with paragraphs (a) (3) through (6) of
this section.

(3) In boilerrooms, the bilges shall be
protected by a system discharging
principally below the floorplates. Per-
forated pipe may be used in lieu of dis-
charge nozzles for such systems. The
number of pounds of carbon dioxide
shall be equal to the gross volume of
the boilerroom taken to the top of the
boilers divided by 36. In the event of an
elevated boilerroom which drains to
the machinery space, the system shall
be installed in the engineroom bilge
and the gross volume shall be taken to
the flat on which the boilers are in-
stalled.

(4) In machinery spaces where main
propulsion internal combustion ma-
chinery is installed, the number of
pounds of carbon dioxide required shall
be equal to the gross volume of the
space taken to the under side of the
deck forming the hatch opening di-
vided by 22.

(5) In miscellaneous spaces other
than cargo or main machinery spaces
the number of pounds of carbon dioxide
required shall be equal to the gross vol-
ume of the space divided by 22.

(6) Branch lines to the various spaces
other than cargo and similar spaces
shall be as noted in Table 193.15–
90(a)(6). This table is based on cylinders
having discharge outlets and siphon
tubes of 3⁄8-inch diameter.

TABLE 193.15–90(A)(6)

Number of cylinders Nominal pipe size,
inchesOver Not over

........................................... 2 1⁄2—standard.
2 ........................................ 4 3⁄4—standard.
4 ........................................ 6 1—extra heavy.
6 ........................................ 12 11⁄4—extra heavy.
12 ...................................... 16 11⁄2—extra heavy.
16 ...................................... 27 2—extra heavy.
27 ...................................... 39 21⁄2—extra heavy.
39 ...................................... 60 3—extra heavy.
60 ...................................... 80 31⁄2—extra heavy.
80 ...................................... 104 4—extra heavy.
104 .................................... 165 5—extra heavy.

Subpart 193.30—Automatic
Sprinkler Systems

§ 193.30–1 Application.

Automatic sprinkling systems shall
comply with NFPA 13–1996.

[CGD 95–028, 62 FR 51220, Sept. 30, 1997]

Subpart 193.50—Hand Portable
Fire Extinguishers and
Semiportable Fire Extinguish-
ing Systems, Arrangements
and Details

§ 193.50–1 Application.

(a) The provisions of this subpart,
with the exception of § 193.50–90, shall
apply to all vessels, including non-self-
propelled vessels of less than 300 gross
tons, contracted for on or after March
1, 1968.

(b) All vessels other than unmanned
barges contracted for prior to March 1,
1968, shall meet the requirements of
§ 193.50–90.

(c) All unmanned barges are exempt-
ed from the requirements in this sub-
part. However, if such barges carry on
board hand portable fire extinguishers
and semiportable fire extinguishing
systems, then such equipment shall be
in accordance with this subpart for
manned barges.

§ 193.50–5 Classification.

(a) Hand portable fire extinguishers
and semiportable fire extinguishing
systems shall be classified by a com-
bination letter and number symbol.
The letter indicating the type of fire
which the unit could be expected to ex-
tinguish and the number indicating the
relative size of the unit.

(b) The types of fire will be des-
ignated as follows:

(1) ‘‘A’’ for fires in ordinary combus-
tible materials where the quenching
and cooling effects of quantities of
water, or solutions containing large
percentages of water, are of first im-
portance.

(2) ‘‘B’’ for fires in flammable liquids,
greases, etc., where a blanketing effect
is essential.

(3) ‘‘C’’ for fires in electrical equip-
ment where the use of nonconducting

VerDate 22<OCT>98 07:43 Oct 27, 1998 Jkt 179184 PO 00000 Frm 00353 Fmt 8010 Sfmt 8010 Y:\SGML\179184T.XXX pfrm01 PsN: 179184T


